
PoE Switch

8 PoE port(s) + 2 Up-link port(s)

Speed 10/100Mbps

Functions: Ai VLan/QOS/CCTV 

Extend/PoE

Standard IEEE802.3af (PoE) / at 

(PoE+)

Up to 96W in total for all ports

Safire

Desktop Switch

8 ports RJ45 10/100 Mbps + 2 Uplink Port 10/100 Mbps

8 PoE ports (ports 1~8)

Ai VLAN Mode: Isolates ports and prevents network breakdowns

Ai Mode CCTV Extend: Increases network cable range up to 250 m to 10 Mbps

Ai QOS Mode: Prioritizes video transmission making monitoring more fluid

Ai PoE Mode: Monitors PoE power and restarts deactivated devices

Supports PoE power supply up up 96W in total for all ports

Supports PoE and PoE+ up to 30W on each port

Compatible with PoE IEEE802.3af/at

SF-SW1008POE-96



Specifications

Interface 8 RJ45 PoE port(s) + 2 Up-link port(s)

Port speed 10/100 Mbps

Bandwidth Up to 2 Gbps

Smart Features Ai VLan/Ai PoE/Ai CCTV Extend/Ai QOS

Power supply Up to 96 W total power

PoE features According to norm IEEE 802.3at PoE+ / IEEE 802.3af PoE

Power DC 52 V / 1.85 A (external power supply included)

Operating temperature 0º C ~ 40º C

Dimensions / Weight 94 (D) x 27 (H) x 184 (W) mm / 1.15 g


