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B10 B16 B20 C10 C16 C20

Standard 18 30 35 28 47 57

Ø:600

497

65

Third Party teste

d

LYKTEN is a flexible park luminaire with indrect lighting and is 
ideal for use in, for example, architectural spaces in cities, resi-
dential areas, on paths and in parks.

2956lm

79,9lm/W

3000K

CRI 70

3

L90B10 100.000 hours (25°)

Indirect lighting

PHOTOMETRIC DATA

Lumen output:

Luminaire effeciency:

Colour temperature:

Colour rendering: 

SDCM (MacAdam):

Lifespan: 

Light distribution: 

220-240VAC

50/60Hz

37W

>0,9

0,7mA

Intern (Osram)

ELEKTRICAL DATA

Voltage:

Frequency:

Power:

Power faktor:

Leakage current:

Driver:

Yes

8h 50%

Programmable with DALI

LIGHT CONTROL

Dimable:

Dimming method: 

Control options: 

Ø:600 x H:497

7,2kg

Diecast aluminium

UV-resistant polycarbonate

-35°C – +50°C 

RAL 9007 

IP66

IK10

ll

10kV

3-5 meters

Top

5m (2x1mm)

PKL

MECHANICAL DATA

Dimensions:

Weight: 

Material: 

Shielding:

Ambient temperature:

Fixture colour:  

IP rating:

IK Class:

Insulation class:

Transient protection:

Installation height:  

Montage type: 

Connection:

Cable type:

LYKTEN C13301
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